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* LABELS & DETAILS FOR BIG HAILONG ‘DOWN TUBE’ LIO-ON BATTERIES 
AND OTHER LI-ION BATTERIES 36v, 48v ETC * 

Print these labels on PAGE 1 only and affix them to batteries. Prices exclude tax. 
See other pages 2, 3, 4 etc in this document for more details about batteries. 
Notice: ‘AH’ is amp-hours and is a measurement of time. ‘BMS’ is a circuit board 
inside the battery case that regulates total power output (measured as Volts 


Amperes = Watts). 


CHAMRIDER 
HAILONG MAX 
13s, 48 V, 18.6 AH 
40 Ampere BMS 
FOR 2000 WATT 
3.7v 18650 type cells 
Aliexp. $228 
August 2022 


CHAMRIDER 
HAILONG MAX 
13s, 48 V, 18.6 AH 
40 Ampere BMS 
2000 WATT 
3.7v 18650 type cells 
Aliexp. $228 
August 2022 


VARICORE/GENERIC 
HAILONG MAX 
13s, 48 V, 20 AH 
30 Ampere BMS 
FOR 1500 WATT 
3.7v 18650 type cells 
Aliexp. $168 
April 2023 


SUYIJIA/GENERIC 
HAILONG MAX 
14s, 52 V, 20 AH 
30 Ampere BMS 
FOR 1600 WATT 
3.7v 18650 type cells 
Aliexp. $206 
October 2023 


VARICORE/GENERIC 
HAILONG MAX 
10s, 36 V, 20 AH 
30 Ampere BMS 
FOR 1000 WATT 
3.7v 18650 type cells 
Aliexp. $154 
August 2022 
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* DETAILS AND CHART FOR CHAMRIDER MAX HAILONG ‘DOWN TUBE’ BATTERY * 


Cell Typ i-Ion 18650 


Fit Motor Power 


Charging Cut-offVoltage | ewe 
DischargeCut-offVoltage| aw 
< | Ofer 


96. 549+11.9 (ca) 
Charging Current 
[_12_|__Charge Temperature _| 
lis] Gcelife |  280%capacity after 800cycles UU 
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[5 | FitMotorPower | —=—=s=—=sSev250w-soowSCi«|=SC*C*~*‘“‘“*‘éW «GOW ISCOW «| 
| 6 | Charging Cut-off Voltage SE es = 
| 7 |DischargeCut-offVoltage| BN C—“‘LSOC*CO#(‘#($(CC;OONAVSO©“©9RN (S&L 3 <2 
a 
9 a tien Weight | | as oc 5_2KG 
[10 | ChargingCument fi 
|_11 | DischargeTemperature | —C—“‘“‘(‘C‘SC*C;COCOCOC*Cé;tOOCSCSS?C— se —“—i‘“;C*s*s*sS™SCSC”C“‘CSC‘ésCCS 
| 12 | Cha ge Temg erature | owe | 
fis | Gyeletife | BOKcapacity after BOOCyCles Cd 
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* MORE DETAILS FOR CHAMRIDER HAILONG MAX MODEL * 
* THE CASE AND BASE PLATE ARE OFTEN CALLED “Hailong-2-Max 5Pin” 


Hailong 1-2 /MAX 


oacadccadd WS 


T At 11mm 


22mm 42mm 
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* DETAILS FOR GENERIC HAILONG MAX STYLE ‘DOWN TUBE’ CASE * 
* THE CASE AND BASE PLATE ARE OFTEN CALLED “Hailong-2-Max 5Pin” 


generic MAX 34.8 cm (348 mm) length 
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* MORE DETAILS FOR GENERIC HAILONG MAX STYLE ‘DOWN TUBE’ CASE * 


aX, 


Indicator light 


Pressing the O button Locked and secured to 


the light will turn on. the bike frame 


USB charger 


Output SVIA. Can be 
used to charge mobile 
phones 


"O" power off 


"-* Power on 


The charging current 


can not be more than 
SA 


The battery is firmly connected to the base. Bad contact 
Will notoccur after jitter. The connection Performance is | 


Charging socket Battery base 


Battery base connection 


The number of pins was changed to 5 pins for 4pins. 
The material is upgraded to gilded material. 

The electrical conductivity is stronger and more stable. 
The heat dissipation is excellent. It'not easy to get high| 
temperature. 


Battery base connection 


more perfect. 


BMS CIRCUIT BOARD FOR 
HAILONG ‘DOWN TUBE’ STYLE CASE. 


EXAMPLE EMPTY HAILONG CASE CAN 
HOLD BETWEEN 50 TO 70 CELLS 
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SUITABLE CHARGER FOR 36v HAILONG BATTERIES. “TANGSPOWER” IS GOOD. 
OUTPUT IS 42v. CONNECTOR PLUG IS 3-pin XLR MALE. 


Power Indicator 
pr: Charging 


@ Full of Etectricity 


Diameter 18 mm 


SUITABLE CHARGER FOR 48v HAILONG BATTERIES. “TANGSPOWER” IS GOOD. 
OUTPUT IS 54.6v. CONNECTOR PLUG IS 3-pin XLR MALE. 


Power Indicator 
ki Charging 


@ Ful of Etectricity 


(1+,2-) 
° + — 


Diameter 18 mm 
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SUITABLE CHARGER FOR 52v HAILONG BATTERIES. “TANGSPOWER” IS GOOD. 
OUTPUT IS 58.8v. CONNECTOR PLUG IS 3-pin XLR MALE. 


Power Indicator 


—| 


@ Charging 


@ Full of Electricity 


Diameter 18 mm 
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